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Injector Fitting Instructions :

Vehicle :
Ford Transit

Injector No. All Stanadyne pencil injectors
Firstly thank you for purchasing your injectors from us. They have been very carefully remanufactured and therefore to insure that they operate correctly we have put together some basic fitting instructions.

Cleanliness is most important.

· Once you have removed the old injectors please insure that the injector recesses are clean and that all injector heat shields and dust washers have been removed from the cylinder head.

· Remove the new injectors from the packing, leave the inlet plastic protective plugs on, remove the nozzle protective cap. Ensure that the white nozzle sealing washer and either the black plastic or rubber dust washer is in place.
· Smear the injector body with a little CopaSlip and place the injector into the recess, fit the injector clamp and tighten to a torque of 37 - 42 nm.

· Continue with the remaining injectors.

· Connect the injector leak off pipes and rubber end plug. 
· Remove the inlet plastic protective plugs and fit the cleaned and blown out injector pipes.

· Tighten injector pipes and start vehicle, if the vehicle has difficulty in starting loosen a few of the pipes on the injector side, crank engine to bleed the pipes. Once fuel is injecting out of the pipes, tighten and try starting.

· Once engine fires, do not over rev, but rather let engine tick over for a while.

· Check for leaks
· Place the plastic protective caps on your old injectors, clean, fill in the CORE RETURN NOTE, then place in the FREE POST envelope and return to us.
Should you have any queries regarding the fitment of these injectors please do not hesitate to contact us on  01939 291155
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